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All our budget range of remanufactured engines are “long blocks”  priced at low trade prices and are intended for the benefit of buyers operating within the marine trade.

It is the buyer’s responsibility to give us the correct information of the engine being replaced and to ensure that they understand the meaning of the term “long block.”

Irrespective of any photos you may have seen on any website or advertisement our budget range of long blocks are supplied without tinware or ancillaries but are supplied complete with heads, high pressure oil pump and full gasket set.

Purchasers must be operating within the marine or associated trades using their own appointed engineers for advice at their own expense. 

We offer a 12 month limited  trade warranty for replacement of   faulty components returned to us. It is the buyer’s or engineer’s responsibility as a qualified engineer to correctly and accurately identify the cause of any failures should they occur.
The ultimate responsibility with compatibility for changing over all ancillaries is up to your engineer to accept.

 

If there is a problem with a minor item then you just have to work around it. There are sometimes variables 

on the market that may cause a new minor ancillary to have to be purchased. Most of the time it is 100% OK but sometimes you can find that a starter motor bolt wont line up or something silly like that because of differences in the way the brand name has dressed the engine or used different brackets and fittings after the basic block is supplied to them by GM. 

 

This is always the risk for budget remanufactured longblocks and we mention this only to cover ourselves and why we insist that you discuss this with an experienced and qualified  engineer first.

The alternative is to buy a ready made complete drop-in engine.

 

We do, however, guarantee to supply you with the specification of longblock we have quoted for.

We also suppply new longblocks, new base  engines,  and some new complete drop-in engines in original GM specifications.

INSTALLATION

· Check engine alignment.

· COMPLETE ENGINE EXHAUST SYSTEM - Inspect for damage and deterioration; check all hose clamps for adequate tightness. 

IMPORTANT ITEMS TO LOOK FOR WHEN INSTALLING
A REPLACEMENT ENGINE

	1.) 
	Determine why old engine failed. Do not install replacement engine with defective components, this could cause premature failure.



	2.)
	Compare rebuilt engine with old engine as to crankshaft flange, pilot hole and bearing, oil pan, timing cover, engine mounting provisions and cylinder head mounting holes.



	3.)
	Prime the oil pump in any acceptable Industry Standard Method! This is very important. 



	4.)
	All related parts not furnished by us should be thoroughly cleaned.



	5.)
	If original engine has blown and scattered pieces, such as piston particles, you Must thoroughly inspect intake manifold for foreign material to avoid destroying the new engine.



	6.) 
	Make sure that dipstick tube and dipstick are of proper length to register required amount of oil.



	7.)
	Check motor mounts for oil soak and parting of rubber from metal.



	
	

	
	

	8.)
	Replace thermostat to avoid possible failure.



	9.)
	All hoses, radiator, heater, and by pass should be replaced if necessary. 



	
	

	10.)
	Always replace oil filter cartridge and flush any cooler lines. And replace oil cooler if contaminated.



	11.)
	Oil pressure and temperature sending units may need to be replaced because they have a tendency to leak oil and register improper after a reinstall.



	12.) 
	Always install new spark plugs of proper heat range and check to make sure the spark plug wires are in good condition. 



	13.)
	Check distributor, advance controls and distributor cap for cracks.



	14.) 
	Water pump should be checked for signs of leaking.



	
	

	15.)
	Belts should be checked for cracks and other defects.



	
	

	
	

	
	

	16.)
	Check smog components and computer sensors. Replace defective or old parts.



	
	

	17.)
	When filling Fresh Water Cooling System make sure it is filled to proper capacity and that there are no air locks, as this can cause cracking of cylinder block and heads.



	18.)
	Start engine, check oil pressure, adjust ignition timing to manufacturers’ specifications and adjust carburetor after engine has warmed up fully. Also, at this time be sure to check for any water or oil leaks. 



	19.) 
	Take the boat for a test run. After road testing the boat recheck installation, oil and other fluid levels, look for any leaks, recheck timing and adjust carburetor if necessary. 



	ATTENTION: WARNING TO INSTALLING ENGINEER!!! 

Every effort has been made to accurately supply the proper item; however it is the responsibility of the installing mechanic to verify engine and parts for correct size and application by comparing the old parts. This is due to the many combinations available on the market today. You are responsible for the correct installation of the engine. The engine life and performance depends on a good professional installation. Follow the instructions carefully. Seek professional help if you are uncertain about ANYTHING! 


TRADE BUYERS DECLARATION

I acknowledge that I am purchasing an engine as a trade buyer not as a consumer and accept the terms and conditions above. I also agree that this declaration will also apply to any future and subsequent purchases I may make.
I also accept that failure to comply with correct running in or installation procedures will invalidate the warranty

Buyer’s name and address

Signed ………………………………………………………………………………..

Name and position in company or business 

…………………………………………………………………..
